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FEINMESSMANOMETER  
DIN EN 837-1 
GENAUIGKEITSKLASSE 0.6% 
 
NENNGRÖSSE 160MM 

 
 
 

PRECISION PRESSURE GAUGE 
DIN EN 837-1 
CLASS OF ACCURACY 0.6% 
 

DIAMETER 160MM 

 

 

 
 
 
Technische Daten  
 
Nenngrösse 160mm 
Genauigkeitsklasse 0.6% 
Messbereiche -1 ... 0 bis 0 ... 600 bar 
Temperaturbereich -20°C bis +60°C 
Material Gehäuse Edelstahl 1.4301 
Matrial Anschluss Kupferlegierung 
Rohrfeder Kupferlegierung 
 >400 bar: Edelstahl 1.4571 
 
Messwerk Kupferlegierung 
Sichtscheibe Instrumentenglas 
Zifferblatt Aluminium, weiss 
Skala Feineinteilung gemäss 
 DIN 16123, schwarz 
Zeiger Aluminium, schwarz 
Anschlussgewinde G 1/2" unten oder rückseitig  
 

 
 
Technical data 
 
Diameter 160mm 
Class of accuracy  0.6% 
Range -1 ... 0 to 0 ... 600 bar 
Temperature range -20°C to +60°C 
Material case Stainless steel 1.4301 
Material connection Copper alloy 
Bourdon tube Copper alloy 
 >400 bar: stainless steel 1.4571 
 
Movement Copper alloy 
Window Instrumentation glass 
Dial Aluminium, white 
Scale According to DIN 16123, black 
 
Pointer Aluminium, black 
Process connection  G 1/2" lower or back 
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Bitte fragen Sie unsere aktuellen Preise an! Please do not hesitate to contact us for current prices! 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
  

  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Messbereiche                            

Range                         bar

No. TRI-MATIC                                     

Anschluss unten                   

Lower connection

Code

No. TRI-MATIC                               

Anschluss hinten mit 3-Loch 

Befestigungsrand vorne                                               

Connection back with 3-hole Fastening 

edge in front

Code

-1 ... + 0 3300900 FEI160-016-UN-G1/2-M-V-001 1704185 FEI160-016-HE-G1/2-M-V-001R

0 ... 4 3300959 FEI160-073-UN-G1/2-M-V-001 1704184 FEI160-073-HE-G1/2-M-V-001R

0 ... 6 1704183 FEI160-074-UN-G1/2-M-V-001 3300978 FEI160-074-HE-G1/2-M-V-001R

0 ... 10 1700071 FEI160-075-UN-G1/2-M-V-001 453124K FEI160-075-HE-G1/2-M-V-001R

 

 
Andere Ausführungen und Messbereiche auf Anfrage. 
Other types and ranges on request. 
 
 

 


