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TRI-MANO SRT 100

ROHRFEDERMANOMETER
DIN EN 837-1

NENNGROSSE 100MM

BOURDON TUBE PRESSURE GAUGE

DIN EN 837-1

NOMINAL SIZE 100MM

Technische Daten

Nenngrisse 100mm
Genauigkeitsklasse 1.0%

Messbereiche -1...0bis 0 ... 600 bar
Temperaturbereich -40°C bis +60°C
Material Gehduse Edelstahl 1.4301
Matrial Anschluss Kupferlegierung

Rohrfeder Kupferlegierung

>400 bar: Edelstahl 1.4571
Messwerk Kupferlegierung
Sichtscheibe Instrumentenglas
Zifferblatt Aluminium, weiss
Skala Einteilung gemass DIN, schwarz
Zeiger Aluminium, schwarz

Anschlussgewinde G %%" unten oder riickseitig

Technical Data

Diameter

Accuracy

Range
Temperature range
Material case
Material connection
Bourdon tube

Movement

Window

Dial

Scale

Pointer

Process connection

100mm

1.0%

-1..0a0...600 bar

-40°C to +60°C

Stainless steel 1.4301

Brass

Brass

>400 bar: Stainless steel 1.4571

Brass

Instrument glass
Aluminum, white
According to DIN, black
Aluminum, black

G 1/2" lower or back

TRI-MATIC AG - CH-6331 Hiinenberg
TRI-MATIC SA - CH-1400 Yverdon-les-Bains

tri-matic.ch

Tel 041 780 22 22 - Fax 041 780 03 60
Tel 024 426 12 13 - Fax 024 426 12 71
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Bitte fragen Sie unsere aktuellen Preise an! Do not hesitate to contact us for current prices!
Messbereiche No. TRI-MATIC No. TRI-MATIC
Range Anschluss unten Code Anschluss hinten Code
bar lower connection back connection
-1...+0 151522P SRT100-016-UN-G1/2-M-V-001 3300359 SRT100-016-HE-G1/2-M-V-001
-1..+06 3300353 SRT100-042-UN-G1/2-M-V-001 3300360 SRT100-042-HE-G1/2-M-V-001
-1..+15 3300354 SRT100-043-UN-G1/2-M-V-001 3300361 SRT100-043-HE-G1/2-M-V-001
-1..+3 151525P SRT100-044-UN-G1/2 M-V-001 3300362 SRT100-044-HE-G1/2 M-V-001
-1...+5 3300356 SRT100-045-UN-G1/2-M-V-001 3300363 SRT100-045-HE-G1/2-M-V-001
-1...+9 153329P SRT100-046-UN-G1/2-M-V-001 3300364 SRT100-046-HE-G1/2-M-V-001
-1...+15 3300358 SRT100-049-UN-G1/2-M-V-001 3300365 SRT100-049-HE-G1/2-M-V-001
0..1 151527P SRT100-069-UN-G1/2-M-V-001 3300389 SRT100-069-HE-G1/2-M-V-001
0..16 3300381 SRT100-070-UN-G1/2-M-V-001 3300390 SRT100-070-HE-G1/2-M-V-001
0..25 3300382 SRT100-072-UN-G1/2-M-V-001 3300391 SRT100-072-HE-G1/2-M-V-001
0..4 1700757 SRT100-073-UN-G1/2-M-V-001 3300392 SRT100-073-HE-G1/2-M-V-001
0..6 153531P SRT100-074-UN-G1/2-M-V-001 3300393 SRT100-074-HE-G1/2-M-V-001
0..10 151533P SRT100-075-UN-G1/2-M-V-001 1700090 SRT100-075-HE-G1/2-M-V-001
0..16 101283P SRT100-076-UN-G1/2-M-V-001 3300395 SRT100-076-HE-G1/2-M-V-001
0..25 151535P SRT100-078-UN-G1/2-M-V-001 3300396 SRT100-078-HE-G1/2-M-V-001
0...40 153375K SRT100-079-UN-G1/2-M-V-001 3300397 SRT100-079-HE-G1/2-M-V-001

Andere Ausfihrungen und Messbereiche auf Anfrage.
Other types and ranges on request.
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