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CE - KONFORMITATSERKLARUNG

TRI-MATIC AG erkiart in alleiniger Verantwortung, dass die
Schlauchbruchsicherung fiir Druckluft

Bezeichnung HoseGuard®
Typbezeichnungen 281 ..

Dimensionen 1/4* 3/8° 1/2" 3/4" 1 2“
Gewinde BSP / NPT

Baujahr ab 2016

auf die sich diese Erklérung bezieht, mit der/den folgenden Norm(en) oder normativen
Dokument(en) Ubereinstimmt und die Grundlegenden Sicherheits- und Gesundheits-
anforderungen aus der Richtlinie 2006/42/EG (Maschinenrichtlinie MRL) erfillt.

Die Schlauchbruchsicherung fir Druckluft HoseGuard® ist geméass MRL Artikel 1, ¢) ein
Sicherheitsbauteil und kann analog MRL Anhang V ,Nicht erschépfende Liste der
Sicherheitsbauteile im Sinne des Artikels 2 Buchstabe ¢, als 5. ,Ventile mit zusatzlicher
Ausfallerkennung fiir die Steuerung gefahrlicher Maschinen-bewegungen® betrachtet
werden. Somit darf die Schlauchbruchsicherung HoseGuard® das CE-Zeichen tragen.
Wir erklaren, dass insbesonders die Sicherheits- und Gesundheitsschutzanforderungen in
Uberelnstlmmung mit folgenden Kapiteln von Anhang | der o.e. Richtlinie (wo zutreffend)
angewandt und erfullt werden:

1.1.2 Grundsétze fUr die Integration der Sicherheit

1.3.2 Bruchrisiko beim Betrieb

1.3.9 Risiko unkontrollierter Bewegungen

1.7.4 Betriebsanleitung

Angewandte Normen und normative Dokumente

EN ISO 12100:2010 Sicherheit von Maschinen - Allgemeine Gestaltungsleitsatze -
Risikobeurteilung und Risikominderung

EN 10204:2004 Metallische Erzeugnisse - Arten von Priifbescheinigungen

EN ISO 4414:2010 Fluidtechnik - Allgemeine Regeln und sicherheitstechnische
Anforderungen an Pneumatik Anlagen und deren Bauteile

Alle Sicherheitshinweise im Zusammenhang mit dem Einsatz der Schlauchbruchsicherung
far Druckluft HoseGuard® sind der Einbau-, Betriebs- und Wartungsanleitung zu entnehmen.
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CE - DECLARATION OF CONFORMITY

TRI-MATIC AG declares with sole responsibility that the Air Fuse for compressed air

Designation HoseGuard®

Type designations 281 ..

Dimensions 1/4* 3/8" 1/2" 3/4" 1" 2°
Thread BSP / NPT

Year of manufacture as of 2016

to which this declaration refers, conforms to the following standard(s) or normative
document(s) and fulfils the essential health and safety requirements laid down in the
Directive 2006/42/EC (Machine Directive MD).

The HoseGuard® Air Fuse for compressed air is a safety component in accordance with
MD Article 1, c) and can be considered as 5. “Valves with additional means for failure
detection intended for the control of dangerous movements on machinery” in accordance
with MD Attachment V “Indicative list of the safety components referred to in Article 2(c)”".
The HoseGuard® Air Fuse may thus carry the CE mark of conformity.

We declare that the health and safety requirements in particular are applied and fulfilled in
agreement with the following chapters of Appendix | of the aforementioned directive (where
applicable):

1.1.2 Principles of safety integration
1.3.2 Risk of break-up during operation
1.3.9 Risks of uncontrolled movements
1.7.4 Operating instructions

Applied standards and normative documents

EN ISO 12100:2010 Safety of machinery — General principles for design — Risk
assessment and risk eduction

EN 10204:2004 Metallic products — Types of inspection documents

EN ISO 4414:2010 Pneumatic fluid power — General rules and safety
requirements for systems and their components

All safety instructions regarding the use of the HoseGuard® Air Fuse for compressed air
can be found in the installation, operation and maintenance instructions.
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