ATI

Schmutzfanger aus Edelstahl

Stainless steel strainer

Technische Daten

Nennweite:
Betriebsdruck:
Temperaturbereich:
Gehause:
Anschlisse:

Sieb:
Gehéausedichtung:
Maschenweite:
Einbaulage:

Einsatzbereiche:

3/8" 1/2" 3/4" 1" 11/4" 11/2" 2"
Max. 55 bar

Max. 180°C

V4A Stahl / AISI 316 / DIN 1.4401
V4A Stahl / AISI 316 / DIN 1.4401
V4A Stahl / AISI 316 / DIN 1.4401
PTFE

1,0 mm

Beliebig

Fir Flussigkeiten, welche mit den verwendeten
Werkstoffen kompatibel sind.

Normen:

ISO 7/1 Rp, DIN 2999, BS 21

Andere Maschenweite auf Anfrage

TRI-Clean Inox

we understand. tri-matic.ch

TRI-CLEAN INOX

Technical data

Diameter: 3/8" 1/2" 3/4" 1" 1 1/4" 1 1/2" 2"
Working pressure: 55 bar max.

Working temperature: 180°C max.

Body: Stainless steel / AISI 316 / DIN 1.4401
End caps: Stainless steel / AIS| 316 / DIN 1.4401
Filter: Stainless steel / AIS| 316 / DIN 1.4401
Body seat: PTFE

Mesh size: 1,0 mm

Mounting position: Any

Applications:
For liquids that are compatible with the materials used.

Norms:
ISO 7/1 Rp, DIN 2999, BS 21

Other mesh sizes on request

Gewinde/Thread No. TRI-MATIC A B H L
318" 1704273 10 24 2 64
112 2504565 15 26 51 65
304" 2503569 20 33 60 80
T 2503570 25 a1 72 90
1 2503571 32 49 77 105 - \ o
12 2503572 40 56 87 120
2 2503573 50 69 103 140
Ersatzfiltersiebe
Grosse / Size No. TRI-MATIC Code
112" 2504571 TRI-CLEAN-INOX FILTERELEMENT YS-800
304 2504572 TRI-CLEAN-INOX FILTERELEMENT YS-800
v 2504573 TRI-CLEAN-INOX FILTERELEMENT YS-800 l%J
v 2504574 TRI-CLEAN-INOX FILTERELEMENT YS-800
112 2504575 TRI-CLEAN-INOX FILTERELEMENT YS-800
2 2504576 TRI-CLEAN-INOX FILTERELEMENT YS-800

Bitte fragen Sie unsere aktuellen Preise an!

Do not hesitate to contact us for current prices!

TRI-MATIC AG - CH-6331 Hiinenberg
TRI-MATIC SA - CH-1400 Yverdon-les-Bains

09/24

Tel 041 780 22 22 info@tri-matic.ch
Tel 024 426 12 13 filiale@tri-matic.ch
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