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Bitte fragen Sie unsere aktuellen Preise an! Do not hesitate to contact us for current prices! 

 

 

Mini-Kugelhahn 
Komplett aus Edelstahl 

 
 
 
 
 

Mini ball valve 
Complete stainless steel 

 
 
 
 

 

 
Technische Daten 
 
Nennweite: 1/4" 3/8" 1/2"  
Betriebsdruck: PN40 
Temperaturbereich: -20°C bis +160°C 
Gehäuse: Edelstahl V4A/AISI316L/DIN1.4404 
Anschlüsse: Edelstahl V4A/AISI316L/DIN1.4404 
Kugel: Edelstahl V4A/AISI316L/DIN1.4404 
Kugeldichtung: PTFE  
Spindel: Edelstahl V4A/AISI316L/DIN1.4404 
Spindelabdichtung: PTFE 
Handhebel: Edelstahl V4A/AISI316L/DIN1.4404 
Einbaulage: beliebig 
 
Einsatzbereiche: 
Chemische und industrielle Anwendungen 
 
Normen: 
ISO 228/1 
 
Optional: 
Ausführung mit Bohrung für Sekundärentlüftung 
 

 

 
Technical data 
 
Diameter: 1/4" 3/8" 1/2"  
Working pressure: PN40 
Working temperature: -20° to +160°C 
Body: Stainless steel V4A/AISI316L/DIN1.4404 
End caps: Stainless steel V4A/AISI316L/DIN1.4404 
Ball: Stainless steel V4A/AISI316L/DIN1.4404 
Ball/body seat: PTFE  
Stem: Stainless steel V4A/AISI316L/DIN1.4404 
Stem packing: PTFE 
Lever: Stainless steel V4A/AISI316L/DIN1.4404 
Mounting position: any 

 
Applications: 
Chemical and industrial applications 

 
Standards: 
ISO 228/1 
 
Optional: 
Version with hole for secondary venting 
 

 
                     
 

 

 
 

 
 
 
            

 
 

Mini Kugelhahn Edelstahl / Mini ball valve stainless steel 

No. TRI - MATIC G DN L I H CH PN KG 

1714997 1/4 10 50 12 30 27 40 0.22 

1715091 3/8 10 50 12 30 27 40 0.21 

1715092 1/2 10 50 12 30 27 40 0.20 


