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Kompakter Flanschkugelhahn 
mit drehbaren Flanschen 

 
 
 
 

Compact flange ball valve with 
swivelling flanges  

 
 
 
 
  

 
 
Technische Daten 
 
Nennweite in mm: 15, 20, 25, 32, 40, 50, 65, 80, 
Betriebsdruck: Max. 100 bar (siehe Diagramm) 
Temperaturbereich: -20°C bis +130°C 
Gehäuse: Messing vernickelt 
Anschlüsse: Stahl glanzvernickelt 
Kugel: Messing hartverchromt 
Kugeldichtung: PTFE rein 
Spindel: Messing überdreht 
Spindelabdichtung: PTFE rein 
Handhebel: Aluminium schwarz lackiert 
Einbaulage: Beliebig 
 
 
Einsatzbereiche: 
Gas, Flüssigkeiten, petrochemische Medien. 
Alle Anwendungen wo eine hohe Montageflexibilität 
gewährleistet sein muss (drehbarer Flansch) 
 
 
Normen: 
UNI 2278 (PN 16) 
 
 
Ausführung: 
Flansch drehbar 

 

 
 
Technical Data 
 
Diameter in mm: 15, 20, 25, 32, 40, 50, 65, 80 
Working pressure: Max. 100 bar (see diagram) 
Working temperature: -20°C to + 130°C 
Body: Brass, nickel plated 
End caps: Steel nickel plated 
Ball: Brass, chrome plated 
Balll/body seat: Virgin PTFE 
Stem: Brass 
Stem packing: Virgin PTFE 
Lever: Aluminium black painted 
Mounting position: Any 
 
 
Applications: 
Gas, liquids, petrochemical fluids. 
All applications where a high assembly flexibility is necessary 
(swivelling flange) 
 
 
Norms: 
UNI 2278 (PN 16) 
 
 
Execution: 
Flange rotatable 
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Bitte fragen Sie unsere aktuellen Preise an! Do not hesitate to contact us for current prices! 

 
  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Flansch/Flange No. TRI-MATIC D A B C E Löcher/Holes F L

DN 15 1503304 15 100 64 95 14 4 65 105

DN 20 1503305 20 160 92 105 14 4 75 118

DN 25 1503306 25 160 96 115 14 4 85 135

DN 32 1503307 32 195 113 140 18 4 100 149

DN 40 1503308 40 195 120 150 18 4 110 161

DN 50 1503309 50 235 134 165 18 4 125 181

DN 65 1503310 60 280 153 185 18 4 145 209

DN 80 1503311 80 280 164 200 18 8 160 238
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Druck- und Temperaturdiagramm  
Diagram of pressure and temperature 


