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Namur Magnetventil 
 

mit / ohne Drosseln 
 

 

 

Electrovalve Namur 
 

with / without air regulators 
 

 

Technische Daten 
 
5/2-Weg Schieberventil, Aluminium eloxiert  
 

Betriebsdruck: 2.5 bis max. 10 bar 
Temperaturbereich: siehe Tabelle 

Durchfluss: 1250 Nl/Min. bei 6 bar (ΔP = 1 bar) 
Medium: gefilterte Luft mit/ohne Schmierung 
Handnot: Bistabil 

Spule: 3W 
Schutzart: IP 65 
 

Ausführung:  

Inklusiv Befestigungsschrauben, 2 Schalldämpfer (oder 
Drosseln) montiert und Kabelstecker 

Andere Spannungen / Ausführungen auf Anfrage 

Technical data 
 

5/2 - way slide valve, Aluminium anodized  
 

Working pressure: 2.5 to 10 bar 
Working temperature: see chart 

Flow: 1250 Nl/Min. at 6 bar (ΔP = 1 bar) 
Fluid: filtered air with / without lubrication 
Manual emergency: Bistable 

Coil: 3W 
Protection: IP 65 
 

Version:  

Including fixing bolts, 2 silencers (ore air regulators) mounted  
and cable connectors 

Other voltages / types on request 
 
 

No.

TRI-MATIC ATEX

Spannung   

Voltage

Drosseln                      

Air regulators

Kabel            

Cable

Temp. Bereich 

Working 

temperature

1710023 230V/50Hz ohne / without ohne / without

1710024 24V/= ohne / without ohne / without

1710026 230V/50Hz mit / with ohne / without

1710025 24V/= mit / with ohne / without

1710028 Ex na II 3GD T5 24V/= ohne / without ohne / without -15°C / +50°C

1710027 Ex m II 2GD T4 24V/= ohne / without mit / with -20°C / +50°C

1713814 Ex m II 2GD T4 230V/50Hz ohne / without mit / with -10°C / +50°C

1713815 Ex ia 2GD T6 24V/= ohne / without ohne / without -10°C / +50°C

1713816 Ex ia 2GD T6 24V/= ohne / without ohne / without -40°C / +50°C

-20°C / +50°C
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