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Bitte fragen Sie unsere aktuellen Preise an! Do not hesitate to contact us for current prices! 
 

 

Rückschlagventil mit vollem 
Durchgang und FPM-Dichtung  
bis 150°C 

 

Check valve, full bore  

and FPM seal to 150°C 
 

 

Technische Daten 

 
Nennweite: 1/4", 3/8", 1/2" 
Betriebsdruck: min. 0,05 bar - max. 40 bar  

Oeffnungsdruck: min. 0,02 bar 
Temperaturbereich: -15°C bis +150°C 
Körper: Messing MS 58 

Ventilkegel: Messing MS 58 
Ventilkegelführung: Messing MS 58 
Dichtung: FPM 

Feder: V2A Stahl / AISI 304 / DIN 1.4301 
Einbauart: Beliebig 
 
Einsatzbereiche: 

Temperiergeräte, Hydraulik,  
Wasser, Oel, Azetylen, Glyzerin 
 

Normen: 
UNI 338, ISO 228/1, DIN 259, BS 2779 
 

 

Technical data 

 
Diameter: 1/4", 3/8", 1/2" 
Working pressure: min. 0,05 bar to max.40 bar 

Opening pressure: min 0,02 bar 
Working temperature: -15° to +150°C 
Body: Brass MS 58 

Cone: Brass MS 58 
Cone guidance: Brass MS 58 
Seal: FPM 

Spring: Stainless steel / AISI 304 / DIN.1.4301 
Mounting position: Any 
 
Applications: 

Temperature control units, hydraulics, 
water, oil, acetylene, glycerin 
 

Norms: 
UNI 338, ISO 228/1, DIN 259, BS 2779 
 

 
 

 
 
 

 
 
 

 
 
 

 
 

TRI - VALSTOP HT 

Gewinde / 
Thread 

No. Tri - Matic DN A B 
Gewicht / 
Weight g 

1/4" TA90430 10 28 46.5 120 

3/8" TA28660 10 28 46.5 105 

1/2" TA28670 15 34 52.5 150 

 


