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Maintenance of 3-pc stainless steel ball valves Inox-3-ISO N/Inox-3-ISO N-S
(Valve Type JV-35)

[y

. Maintenance frequency

The maintenance frequency is determined upon the application of the valve. User shall
consider the time interval, depending on the kind of fluid, flow velocity, operation frequency,
pressure- and temperature effects.

2. Disassembly

a. The user should look for a correct spare part kit first, available from TRI-MATIC as the
supplier of the valve in the local market.

b. To dismantle the valve please follow the procedure as mentioned below.

c. It does not matter where the valve is mounted, usually it contains fluid. So, the operator must
be careful when he removes the valve from the pipe. Just open the ball a little bit and let the
fluid come out slowly.

d. To dismantle the valve, first release the end caps.
e. Then remove handle nut, handle, and gland nut.

f. The ball must be turned in the closed position. Note that the ball cannot be taken out from the
valve body if the ball is in the open or any semi-open position.

g. Remove the seals (ball and body) carefully.

h. Dismantle the ball slowly and avoid any ball damage by metal contact. To protect the surface
of the ball store it with the open side to the ground (to avoid rolling away).

i. Then push stem downwards (make sure not to damage the stem packing) and take it out
carefully trough the valve body.
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. Parts inspection, maintenance and replacement

Check if the surface of the ball is scraped. If there is any damage on the surface, then find out
the reason such as dirty fluids, etc. The damaging factors must be avoided.

. The ball surface must be absolutely reworked if there is any damage between ball and seat. If
it cannot be repaired the ball has to be changed.

If the scraped area is not between ball and seat, the damages must be reworked as well.
Otherwise the ball will damage the seats during next open/close operations.

Check the surfaces of all seats. Are there any scrape marks, abrasions? Usually, the scrape
marks and damages (from dust, for example) will show up at the same time as the ball is
damaged. It is the reason for leakages. Damaged seats show problems in process and must
be changed.

Eventually it must be reconsidered if the correct valve is used in this application.

The stem packing may be replaced by the new parts after dismantling the valve. TRI-MATIC
as the supplier of the valve in the local market can supply all necessary parts.

Making the final inspection of the valve, it must be operated 5 times open/close to make sure
all parts are assembled correctly. Check if the operating torque has more or less the same
value during the open/close operation. If not, there are perhaps parts which are not in the
correct position. Then valve must be disassembled and checked again.

. Assembly

For assembly process, take the opposite way of the dismantle process. The valve must be in
the close position during assembling ball and end caps. The stopper of the handle must be
located at the right place. Otherwise the open/close operation will be in the opposite way.
When tightening the end cap bolts, it is important to tight them in cross serial way to prevent
an unbalanced fitting.

Please use following torques:
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Tighten Torque Body Bolts Max. Tighten Torque Stem Nut
Tighten Ul
Valve size Torque Nm Valve size Torque
Nm
1/4" 6.8 1/4" 6
3/8" 6.8 3/8" 6
1/2" 14.7 1/2" 6
3/4" 14.7 3/4" 6
1" 14.7 1" 8
11/4" 31.4 11/4" 8
11/2" 31.4 11/2" 10
2|| 49 2" 10
21/2" 68.6 21/2" 15
3" 88.2 3" 15
4" 103 4" 20
5. Part names and dimensions
_‘ (_l:i NO. [ PART NAME MATERIAL QTY
Tg] s ] E] 1| Body 1.4408 (CF8M) 1
2 | Cap 1.081§EWCB) 2
3 Ball CF8M 1
4 Seat PTFE 2
L L L 5 | Body Gasket PTFE 2
Butt Weld Socket Weld Threaded ‘; E:ems | 2:2,1;8 :
em Seal
(v 35 -
9 | Stem Packing PTFE 1
10 Gland $S304 1
11 Belleville Washer | SS301 2
12 Disc Plate SS304 1
13 | Body Bolt 55304 147=2-112" - 4
3"-4": 6
o 14 | Washer 55304 1472112 4
v 3'~4": 12
15 | Nut 55304 ;’44"21’22 4
R 1/4"~2-1,/2"
SIZE [ #D20.2 [ L+1 [L1#1 [H+1 [ h} [S3E] @GE [@F20.2 [¢G20.2[¢P=0.5] 1SO-5211 (A) | 1SO-5211 (B)
| 112 [e5 | 70 [42 |7 [ 9 143 | 104 | 148 | F03-PCD36 | FO04-PCD42
38" | 126 | 65 | 70 [42 [ 7 | @ 17.7 | 137 | 183 | F03-PCD36 | F04-PCD42
12" | 150 |75 | 75 [42 | 7 [ 9 | pT | 220 | 150 | 210 | F03-PCD36 | F04-PCD42
34" | 200 | 80 | 90 |45 [ 8 | @ 274 | 21.4 | 28.3 | FO3-PCD36 | F04-PCD42
1" | 250 | 90 | 100 | 52 | 11 | 11 343 | 272 | 352 | F04-PCD42 | F05-PCD50
1-1/4"| 320 [ 110 [ 110 [ 57 [ 11 |11 | PF | 430 | 355 | 437 | F04-PCD42 | F05-PCD50
B OOOE O G 1-1/2" | 380 | 120 | 125 | 68 | 14 | 14 490 | 412 | 496 | F05-PCD50 | F07-PCD70
2" 50.8 | 140 | 150 | 77 [ 14 | 14 614 | 527 | 630 | F05-PCD50 | F07-PCD70
2-1/2" | 650 | 185 | 190 | 100 | 17 | 17 | NPT [A™SI722 653 | 775 | F07-PCD70 | F10-PCD102
3" | 800 [ 205220 [111[ 17 [ 17 900 | 781 | 90.1 | FO7-PCD70 | F10-PCD102
4" | 1000 [ 240 | 270 [138 | 22 [ 22 1154 | 1023 | 1154 | F10-PCD102 | F12-PCD125
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